SHANDONG AOLING POWER CO.,LTD

P A ZR I power series ISU2U

© 4BG/6BG #41

4BG/6BG series engines

O ISUZU HARFALR = F, EfrmmibBEA, SV HEENEEFN |

© ISUZU technology to upgrade products, the international high—end motor group, the perfect driving force
for silent unit!
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ISUZU |4BG-Z |16BG |6BG-Z| For 75kVA generator

Model 4BG-Z 6BG 6BG-Z

i Four cylinder_,ir_l Iiped,water cooled, four
strok, directed injection,turbocharged
Borexstroke{mm) 105x12.5
Displacement(L) 3.865 5785 5.785
Compression ratio ik
Rated power/Rated speed(KW/r/min) 581500 851500 110/1500
The lowest stable speed at zero load{r/min) =1000
Lubricating system Pressure splashed
Starting type Electric stsrter
Rotation direction(face to the flywheel) Anticlockwise
Fuel type 0#.-10#,-20%
Lube oil type CDGrade or SAE 10W-30,15W-40
Lube oil capacity(L) 1"
Cooling water capacity(L) 30
Starting motor capacity(V.kw) 24V 3.7TKW
Charging generator capacity(V.A) 28V 35A
Accumulator capacity(V.Ah) 24V 120Ah
Overall dimension(LxWxH)(mm) 985x545x961 1068x652x1081 1068x652x1081
Dry weeight(kg) 342 550 575
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